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Part Number & Date Code Printing \¢3_ 10 + + * |
SHELL A$0.38 B+0.12 C+0.10 D%:25 PART NUMBER
08 30.81 24.99 16.86 16.21 DOYS13B4P*00xx DO9YST3BEP*00xx
15 39.14 33.32 25.18 24.54 DI15513B4Px00xx D15513BEP*00%x*
+0.10 1.37 (shell 09-15)
- 25 53.03 47.04 39.12 38.25 D25513B4P*00xx D25513BbP*00xx 53.10 1.30¢ 2’&3_25_3?) -
EOULRENENTS 37 169.32|63.50 55.68 | 54.71 D3751384Px00x%x D37513B6P*00%x 1
Technical characteristics: Gold flagsh 0,76 p gold
Shellisteel tin/Zinc Cr3 plated B
‘é\ [nsulators: selF-extinguishing thermoplastic, ULclass34V0
O)\ Contacte Blze 20.phosphor bronze,gold on mating end,bright tin *
on termination end over nickel on entire contact
h Cycles 1500 for plating 6 Threaded QjT M3 f L
Cycles :200 for plating 4 Threaded QjT 4.40 = X
Z; Nuts:brass,tin/Zine Cr3 plated FOR ROHS DETAILS REFER DWG.NO:C01-8646-0000
L
- European Vieus
E, Electrlcal chur\uctl,er\lstlcs. surface tolerance std projection
S max.current rating:5A fei t 150 1302 ISO 405 IS0 1101 | mm
> Test voltage: 1000V WWW.Tclconnect.com 150 1902  \/ | 150 406 150 11907} 771/ &
2 Rated voltage: 300V TOLERANCES UNLESS OTHERWISE SPECIFIED -
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